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Client 

NATURinFORM GmbH 
Flurstraße 7 
96257 Redwitz a. d. Rodach 
Germany 

 
 

Notified body 

 
ift Rosenheim GmbH 

Theodor-Gietl-Straße 7-9 
D-83026 Rosenheim 

Number of 
 notified body 0757 

Issue number 1 

Object 

 
 
terrace floorings / planks made of WPC 

Designation 

 
"WPC Terrassendiele DIE BELIEBTE" 

  

  

Classification of reaction to fire 
DIN EN 13501-1 

 

 
 

Class E 
 

 
ift Rosenheim 
18. August 2011 

  

 

  

Mathias Rauh, Dipl.-Ing. (FH) 
pp Head of Testing Department 
Building elements 
Fire safety 

 Robert Stärz 
Tester 
Fire safety 

 
 

 

Basics 

DIN EN 13501-1:2007+A1:2009 

Fire classification of construc-
tion products and building ele-
ments  
Part 1: Classification using test 
data from reaction to fire tests 

 

Instructions for use  

This classification report on fire 
behaviour defines the classifi-
cation assigned to the material 
according to product name in 
compliance with the procedure 
according to DIN EN 13501-1. 

This document is no type ap-
proval or product certification. 

 

Validity  

The data and results named 
only refer to the tested and de-
scribed test specimen. 

 

Publication notes 

The ift guidance sheet "Condi-
tions and Instructions on the 
Use of ift Test Documenta-
tion“applies. 
This classification report must 
not be used or reproduced in 
excerpts. 

 

Content 

This verification comprises 7 
pages in total 

 Introduction  

2 Details on the classified 
product  

3 Test reports and results as a 
basis for this classification  

4 Classification and area of 
application 

5 Limitations 
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1 Introduction  

This classification report defines the classification assigned to the building product "WPC 
Terrassendiele DIE BELIEBTE" according to product name in compliance with the proce-
dures according to DIN EN 13501-1.  

 

 

2 Details on the classified product  

2.1 General 

The building product "WPC Terrassendiele DIE BELIEBTE" is not subject to any product 

standard 1. 

 
2.2 Description 

The building product "WPC Terrassendiele DIE BELIEBTE" is either described in the fol-

lowing or described in the report referred to as proof for classification in 3.1. 

 

Product description: 

see test report in item 3.1. 

 

 

 

3 Test reports and results as a basis for this classification 

The following test reports, test results and assessments are submitted to support this 

classification. 

 

 
3.1 Test Reports 

Details on the test reports are listed here if required. 

 

Table 1  

Building product: "WPC Terrassendiele DIE BELIEBTE" 

Test lab name Client Test certificate no. 
Test proce-

dure 

ift Rosenheim 

Notified body: 0757 

NATURinFORM GmbH 

96257 Redwitz a. d. Rodach 

11-001299-PR01 

25. July 2011 

DIN EN ISO 

11925-2 

 

 

 

 

 

                                                 
1
 Clients information 
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3.2 Test results 

 

Table 2  Test results 

Results 

Test procedure 

and test number 
Parameters 

Number of 

tests 
a
 

Consistent pa-

rameters -  

Average (m) 

Discrete  

parameters 

DIN EN ISO 11925-2 Fs ≤ 150 mm 14 ( - ) yes 

15 s  

surface exposure
 *
 

Burning dripping / drop-

ping 
14 ( - ) no 

15 s  Fs ≤ 150 mm 14 ( - ) yes 

edge exposure
*
 Burning dripping / drop-

ping 
14 ( - ) no 

Comments: 
a
) does not apply for the expanded application area 

*)
 as required to the end use application of the product  

( - ) not applicable 

 

 

 

4 Classification and field of application 

4.1 Classification reference 

This classification was performed according to DIN EN 13501-1. 

 

 
4.2 Classification 

The building product "WPC Terrassendiele DIE BELIEBTE" is classified as follows in re-

spect of its fire behaviour. 

 

E 

 

The additional classification in respect of smoke production is: 

 

- - 

 

The additional classification in respect of burning dripping / dropping off: 

 

- - 

 

The format of the reaction to fire classification for the building product is: 
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Table 3  Classification of the reaction to fire according to DIN EN 13501-1 

Fire behaviour Smoke production  Flaming droplets 

Efl - s - -  d - - 

Classification of reaction to fire: Efl 

 

 
4.3 Area of application 

This classification is valid for the following product parameters: 

• For the building product made of full material with a fine and a structured surface 

• For the building product at a thickness of approx. 25 mm 

• For the building product from Wood-Plastic-Composite (WPC) 

• For the building product with density of approx. 0.8 kg/m³ 

• For the building product in the colour blackbrown 

• The building product shall be conformed in the deposited dimensions, geometries 

and designs see test report ift Rosenheim 11-001299-PR01. 

 

This classification is valid for the following final applications: 

• The surface of the building product shall be left uncoated respectively shall not be 

covered by a cover or any kind. 
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5 Limitations 

5.1 General 

The composition shall be met the composition deposited at ift Rosenheim. 

In composition with other building materials, subsurface or coatings other then mentioned 

in section 4.3, the reaction to fire may be influenced so bad that the classification in sec-

tion 4.2 isn't longer valid. The reaction to fire in those cases has to be proofed separately. 

 

The classification which is dedicated to the building product in this test report is accept-

able for a manufacturer declaration to conformity inside the verification procedure sys-

tem 3 together with CE-marking according to product guideline. 

 

The manufacturer has delivered a declaration which is attached to the documents. These 

confirms, that the product design doesn't comprised any specific processes, operations or 

cycles (e. g. no additives of flame retardant materials, limitations of organic ingredients or 

additives of fillers) for improvement of fire behaviour to reach the achieved classification. 

As a consequence, the manufacturer has concluded that the system 3 is appropriate of 

the procedure of conformity. 

 

Therefore the test institute hasn't played any role by selection of samples although the test 

institute has references from the manufacturer for tracing the tested samples. 

 

 
5.2 Warning notes 

This document is no type approval or product certification. It does not replace any possibly 

required evidence of specified use as set out by the relevant construction laws/building 

supervisory authorities according to the State Construction Regulations (Landesbauord-

nung). 

 

 

 
ift Rosenheim 
18. August 2011 
 


