
ca. 5 mm

Screwed on post
Height ca. 195 cm
made of aluminium
and cap

stand 15  x  15 cm

min. 50 cm deep
in concrete

solid
foundation

‘FLEXIBLE’

WPC privacy shield
Höhe ca. 180 cm
Breite ca. 175 cm

Surface set with
WPC slats 
and Mounting set consisting of:

• 4 x Sealing rope (~195 cm)
• 4 x Brackets (for cover cap)
 

Window modules

Sealing rope

Cover profil

The sealing rope needs
to be inserted in the 
small dovetail grooves 
in the panels, beginning 
from the bottom.

Corner formation 

Top profile (without a groove)

Wire clamp    

Lower strip 
of zinc-plated steel

Cut a piece of cover profile (within 
the delivery scope with 15 cm) 
with the desired gap to the 
ground and push it from the top 
into the post.

WPC-Lamellen
 

• Slot and key joint
• the groove is
   always upwards
• border profile 
   without a groove

Post to embed with concrete
Height ca. 245 cm
made of aluminium
and cap

ush cover profile from 
the top into the post.       

exactly 180 cm

ca. 245 cmca. 195 cm

FLEXIBLE
Important points for assembly
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A complete set-up regulation 
can be found on the Internet under www.naturinform.com


